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Product Specifi cations

FEATURES:
• Ultramodern design with white powder coated fi nish

• Uniform light distribution with a 105 degree beam angle

• Maintenance free for the life of the fi xture; no ballast, 

bulbs or lens to replace

• Can be installed in drop ceilings, mounted fl ush or 

suspended using available kits

• Design Lights Consortium approved with 5 year warranty

• Compatible with most motion and light sensors

• Does not contain Mercury or other toxins

LED PANEL LIGHTS
2’ x 4’ - 75 WATT

     
BUILDING A SUSTAINABLE FUTURE THROUGH LED LIGHTING

COMMON APPLICATIONS:  
A great choice when maximum output of diffuse 
light is called for

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

At Mission LED Lighting Company, we believe that 

every traditional bulb or tube converted to an LED 

is a step closer to a lighting solution that has a 

net-positive effect on the environment and your 

bottom line.

Lamp Type LED Edge Lit Panel 2’x4’

Base Connector

Voltage (V) 100-277v, 240-347v

Power (W) 75W

Chip Epistar

CCT 3 000K, 4 100K, 6 000K

CRI >80

Beam Angle 105 degrees

Dimmable DC

Lumen 6 650

Lifespan (Hour) 50 000
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AVERAGE BEAM ANGLE(50%):104.3 DEG
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PART #  MS-PS-006-ZY  REGULAR VOLTAGE

PART #  MS-PS-HV-006-ZY  HIGH VOLTAGE

PANEL - 23 5/8” x 47 1/4” 
DRIVER BOX - 10 ½  ” x 3” x 1 ½  ”


